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NEW REMODEL FOR: 802 SOUTH KERR BOULEVARD SALLISAW, OKLAHOMA

te Design Group, P.C.
Architectural and Interiors Consulting

5801 EAST 41ST STREET, SUITE 712, TULSA, OKLAHOMA 74135

Sheet Index GCode Information General Notes Exterior Paint Specifications = Inspire
 —
. Substrate(s) Sherwin Williams (SW) Product Remarks _C
ARCHITECTURAL BUILDING CODE REVIEWED: L ALL WORK DONE BY THIS CONTRACTOR AND/OR HIS SUBCONTRACTORS ANTCOOR T TErr s oot T Toror Acvie Coroete 8 T
INTERNATIONAL BUILDING CODE 20215 SHALL BE PERFORMED IN STRICT ACCORDANCE WITH ALL EXISTING CITY, |.F.S. (Dryvit), brimer / Soaler. L0SWOOS0* L ooont e of fiish
G| SHEET INDEX, CODE INFORMATION GENERAL STATE AND NATIONAL BUILDING CODES, LAWS, SPECIAL ORDINANCES, . - stucco; rimer / Sealer, coats of finish.
‘ : Sherwin Williams | concrete block Primer tinted to SW
NOTES, VICINITY MAP, EXTERIOR PAINT NOTE TO BUILDING OFFICIAL: AND/OR REGULATIONS. To Match Dryvit | comentitious | Finish: A100 Acrvlic Satin. AS2WS1 )
SPECIFICATIONS SCOPE OF THIS PROJECT IS LIMITED TO MINOR EXTERIOR REFINISHING/ #310 "China raterial Rardi- | Obtion: Loxon Solf Claaning Acrvic. Flat. LX13 -
SerCDEL A oL SRSl NEoR ronel oy The * QISR L TS R L e Pl e feuin | el Had: | coe: s e b
UILDING USE AREAS HAVE NOT CHAN . THE OCCUPANCY HAS N - —— 2 - -
ciol SITE PLAN PLAN DETAILS, ACCESSIBLE SLIEETL?’ REEDUEED VE GED E P BEE CONSTRUCTION MEANS APPROVAL OF CONDITIONS. Prefinished Primer: Bond-Plex Waterbased Acrylic Coating,
ROUTE REQUIREMENTS, GENERAL NOTES ' metal or factory | B71-200 . . Il Il m
’ 3. THE CONTRACTOR SHALL VERIFY ALL EQUIPMENT REQUIREMENTS PRIOR TO primed Finish: Pro Industrial DTM Acrylic EgShel,
DEMO DEMOLITION PLAN, DEMOLITION NOTES A. OCCUPANCT CLASSIFICATION ASSEMBLY - GROUP A-2 SECTION 303 START OF CONSTRUCTION. B66-1250 Series Iﬂ iﬂ “
Alo! ZLOAORJTLANI,NDggﬁ 5CI—|EDUIS_E, DNOOFQA NiTETs,s B. OCCUPANT LOAD CALCULATIONS: TABLE 1©04..2 4. THE GENERAL CONTRACTOR SHALL INSTALL OWNER PROVIDED OCCUPANT Wood EZ?V?/BSA(‘)-L:IL:([JO Exterior Latex Primer
AECE?,S%ELI—ITE REZE%%ozﬁTéGﬁngol% F?NIEsH SQUARE  SQUARE FEET OCCUPANT LOAD SIGN IN THE DINING AREA BY THE MAIN EXIT STATING THE MAXIMUM Finish: A100 Acrylic Satin, AS2W51
NOTES, FIELD YERIFICATION NOITE FOOTAGE PER PERSON LOAD OCCUPANT LOAD. PAINT COLOR #2 E.I.F.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two o
¢ INTERIOR DINING (actual seating) o4 s ’ Pri ’ Sealer. LX02W0050% f finish )
Alp?  REFLECTED CEILING PLAN. LIGHT FIXTURE VESTIBULE/WAITING AREA 80 5 1% 5. THE GENERAL CONTRACTOR SHALL MOUNT OUNER PROVIDED ACCESSIBILITY stucco; rimer / Sealer, coats of tinish. @
SCHEDULE, SECTION, FIELD VERIFICATION NOTE KITCHEN 18 200 o RESTROOM SIGNS ON THE LATCH SIDE OF RESTROOM DOORS, MOUNTED 62 SW #2808, concrete block, | . e Primer tinted to SW > &
‘ . INCHES TO THE CENTER OF THE SIGNS FROM THE FINISHED FLOOR. Rookwood Dark cemer_1t|t|ous . F|n|_sh: A100 Exterior Acrylic Satin, A82W151 P2. (§)
AlP3  ROOF PLAN, DETAILS, PARTIAL FRAMING PLANS TOTAL OCCUPANT LOAD FOR EGRESS: 86 Brown” material, Hardi- | Series — P
GENERAL FRAMING NOTES, DESIGN LOADS 6. SELF SERVICE SHELVES AND DISPENSING DEVISES FOR TABLEWARE, Panel Option: Loxon Self Cleaning, Flat, LX13 Series - 0
C. BUILDING SQUARE FOOTAGE BREAK DOWN: DISHWARE, CONDIMENTS, FOOD AND BEVERAGES SHALL BE INSTALLED TO Prefinished Primer: Bond-Plex Waterbased Acrylic Coating, m —
A2l  BUILDING ELEVATIONS, EXTERIOR FINISH NOTES, BUILDING AREA - GROSS SQUARE FOOTAGE = 2,113 SF. COMPLY WITH ADA 42 AND FIGURE 54. metal or factory | B71-200 AV
SIGNAGE NOTE, GENERAL NOTES (INSIDE OF PERIMETER WALL) primed Finish: Pro Industrial DTM Acrylic EgShel, - 0
7. PROVIDE FIRE EXTINGUISHERS PER THE LOCAL FIRE CODE. B66-1250 Series -
A202 2;”CSEIRNEGI"TEITQE;A.‘ET;(?FER?ggiﬁﬂsllssl—lLEOc‘:rll_EEsARANCE D. CONSTRUCTION TYPE: 5-B TABLE 523 Wood Primer: Exterior Latex Wood Primer @
SIGNAGE N OTEI GENERAL NOTES ! 8. CONTRACTOR TO VERIFY ALL OUNER PROVIDED ITEMS AND INSTALLATION B24W08041
’ E. HEIGHT/AREA CALCULATIONS: WORK REQUIRED OF CONTRACTOR PRIOR TO PURCHASING OF MATERIALS OR Finish: A100 Acrylic Satin, A82W151 Series %
A32I eéléll_FI%:EACEFTIOCT)QNT%IOC"I,'ENERCAéN#%?LsLU‘TAIEtD ALLOWED HEIGHT: 1 STORY, 42' TABLE 523 STARTING OF CONSTRUCTION. PAINT COLOR #3 E.LF.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two
- ) : . o
MEDIFICATION NOTE ACTUAL HEIGHT: | STORY, 21'-6" 3. CONTRACTOR SHALL COORDINATE THE INSTALLATION ALL FURNITURE SW 6869, “Stog” | o) Primer / Sealer, LX02W0050 coats of finish. May
. VENDOR PROVIDED WORK ON THE PROJECT. ,-Stop™ | concrete block, | . . require 3-4 coats to =
Adpl  INTERIOR ELEVATIONS, SECTION ALLOUED AREA: eQQOSF. TABLE 523 cementitious Finish: Pro Industrial DTM Acrylic Gloss, B66- get proper coverage.
ACTUAL BUILDING AREA: 2,113 SF. 10, THE CONTRACTOR 15 RESPONSIBLE FOR OBTAINING ALL APPLICABLE material, Hardi- | 1050 Series . Primer tinted to SW =
PERMITS ON THE PROJECT, BUILDING PERMIT, HEALTH DEPARTMENT, ETC. Panel NOTE: Apply SherClear 1K Acrylic Clear Coat | P1. )
F. EGRESS: PRIOR TO STARTING OF ANY CONSTRUCTION ON THE PROJECT. COPIES OF _ for additional UV protection, B66C Series @
OCCUPANT LOAD: 86 OCCUPANTS SECTION 100412 ALL PERMITS SHALL BE DISTRIBUTED TO THE OUNER AND ARCHITECT. PreI'rlﬂsh?d . E;'TSB:OBond-Plex Waterbased Acrylic Coating,
" ) " metal or factory | B71- _ _
EGRESS WIDTH REQUIRED: 2" PER PERSON = 112 TABLE 1005.32 . CONTRACTOR TO INSFECT AND INVENTORY ALL "OUNER SUPFLIED primed; Kynar- | Finish: Pro Industrial DTM Acrylic Gloss, B66- D
MINFUM DOOR WIDTH: 22 . ) . __ SECTION loze.ll MATERIALS UPON DELIVERY AND REPORT ANY DISCREPANCIES finished roof or | 1050 Series _
EGRESS WIDTH PROVIDED: (2) @ 26", (1) @ 42" = 15" PROVIDED IMMEDIATELY TO THE OWNER. metal storefront | NOTE: Apply SherClear 1K Acrylic Clear Coat
MAX. TRAVEL DISTANCE ALLOUWED: 2022 TABLE 10162 for additional UV protection, B66C Series @
Wood Primer: A-100 Exterior Latex Primer @
B42W08041
Finish: Pro Industrial DTM Acrylic Gloss, B66-
1050 Series
NOTE: Apply SherClear 1K Acrylic Clear Coat
for additional UV protection, B66C Series I
Prefinished Pri : Bond-Plex Waterbased Acrylic Coating,
OWNER: ARCHITECT: STRUCTURAL ENGINEER: D luminam: BT a0 o e aterbased Alc Foating
RB AMERICAN GROUP WHITE DESIGN GROUP, P.C. SNOWDEN ENGINEERING INC. aluminum Finish: Pro Industrial DTM Acrylic Gloss, B66-
0200 OAK TREE BLYD 5821 E 4lst ST, SUITE 12 8l2e EAST &3rd SOUTH storefront; 1050 Series
INDEPENDACE, OH 44121 TuLSA, OKLAHOMA 14135 TULSA, OKLAHOMA 14133 galvanized . @@
PHONE: 216-525-2115 PHONE: 918-664-1551 PHONE: 918-252-45517 NOTE: Apply SherClear 1K Acrylic Clear Coat C
for additional UV protection, B66C Series ) ﬁiﬂ
PAINT COLOR #4 E.L.F.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two I [N'
stucco; Primer / Sealer, LX02W0050* coats of finish. _
SW #7024, concrete block,
“Functional Gray” | cementitious Finish: A100 Exterior Acrylic Satin, A82W151 —% éﬁ#
material, Hardi- | Series
Panel Option: Loxon Self Cleaning, Flat, LX13 Series 0 @‘@
Prefinished Primer: Bond-Plex Waterbased Acrylic Coating, % = Z\
metal or factory | B71-200
primed Finish: Pro Industrial DTM Acrylic EgShel, B66- M % 0
1250 Series \)
Wood Primer: Exterior Latex Wood Primer < 'Q E
o saW0s041 9 = 0
@ Vicinity Map Finish: A100 Acrylic Satin, A82W151 Z @
Sallisaw, Oklahoma *Loxon Masonry Conditioner, Guide Coat White, LX03W0100 May also be used on cementious surfaces.
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General Notes

.

o

Crack Fill, Seal ¢ Re-stripe The All Asphalt Areas Of The Parking Lot.
Contractor To Sandblast Existing Striping And Curb Painting Prior To
Painting.

Crack Fill Concrete Paving And Sidewalks.

Verify Existing Irrigation System, Make Recommendations To Ouwner For
Anyg Modifications.

Patch And Repair Any Existing Sidewalks That Are Affected By The
Work.

All Signage Work Shall Be Performed Under A Separate Permit.
Repaint The Existing Pipe Handrails And Bollards On The Project,
Refer: Exterior Finieh Notes.

Repaint All Existing Concrete Pole Bases To Match Masonry.

i
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Revisions:

Accessible Route Requirements

The Accessible Parking Spaces, Loading Alsles, New Concrete Ramps And
Landing, And Existing Sidwalke Shall Meet Or Exceed Accessibility
Requirements For Flatness Of Slope, And Cross Slope Along The Accessiblle
Route Leading To The Building Entrance Door.

The Contractor Shall Provide Survey Information For All Existing And New
Accessible Route Slope Information. The Contractor Shall Notify The Ouwner
And Architect Of Any Accessible Route Sidewalk Condition That s Not In
Compliance With Accessible Route Flatness Requirements, Remove Any Areas
Of Non-Conformance, And Provide New Construction That ls In Conformance.

Al

1
2.

| Accessible Routes Shall Comply With The Following:

Ground Surfaces Shall Be Stable, Firm And Slip Resistant.

Changes In Level Of 1/4" Shall Be Permitted To Be Vertical. Changes In
Level Betueen /4" Min. And 1/2" Max. Shall Be Beveled With A Slope Not
Greater Than 1:2. Changes In Level Greater Than 172" Shall Be Ramped.

The Running Slope Of The Accessible Route Shall Not Exceed 1:20 Slope.
The Cross Slope Of Walking Surfaces Shall Not Exceed 1:48 Slope.

The Clear Width Of An Accessible Route Shall Be Not Less Than 26" Min.

Walking Surfaces With A Slope Greater Than 1:20 Shall Be Considered A
Ramp. The Maximum Slope Of A Ramp Shall Be I:12 Slope. The Maximum
Cross Slope Of A Ramp Shall Not Exceed 1:48 Slope.

. A Ramp With A Rise Of Greater Than &" Shall Have Handraile On Both

Sides. The Maximum Rise Of A Single Ramp Shall Be 32".

Accessible Parking Spaces And Passenger Loading Aisles Shall Not
Exceed 1:48 Slope In Any Direction.

Keynote Schedule

Mark | Description
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Existing Pole Mounted Signage Head To Be Replaced, Pole And
Margquee To Be Reused. Paint Pole, Structure And Cabinets.

Existing Directional Sighage To Remain. Replace Faces With New,
Repair And Paint Cabinets And Support Structures.

Existing Menu Board To Remain, Patch And Repalr As Required,
Provide Touch Up Paint And Make Minor Harduware Repairs As
Needed. All Repaire By Ouwner.

Exlsting Parking Lot Light To Remain, Re-lamp Fixture Heads With LED
Lamps, Provided And Installed By Electrical Contractor Paint Poles
"Dark Bronze", Typical.

Existing Asphalt Parking Lot, Crack Fill And Seal. Ouner's
Representative To Identify Areas Of Additional Repalr.

Existing 4" Painted Striping To Be Repainted, Color: Yellow, Typical.

Existing ADA Accessible Ramp 1:12 Max. Slope. Contractor To Verify
For ADA Compliance.

Existing Refuse Enclosure To Remain, Replace Damaged Gate Panels
And Harduware. Paint Enclosure ¢ Gates To Match Existing.

Existing Pre-Sale Board To Remain, Repairs By Ouwner.

New Speaker Post, In Adjusted Location, Refer To Detall B/CIDI.
Provide New 6" Steel Pipe Bollard In Front Of Speaker Post, Ptd.
lnstalled By Signage Vendor, Concrete Base By General Contractor.

Existing Bollards And Rallings To Remain, Paint Color Sherwin Williams
*o869 "Stop', Satin Finish, Typical.

New ADA Accessible Painted Graphic And Striping At Existing
Location. Refer: Plan Detall This Sheet.

The Contractor Shall Provide Pouwer To The New Speaker Canopy.
The Contractor Shall Provide And Install 3/4" Condult From Menu
Board To Panels And 2" Conduit From Menu Board To Above Celiling
For Future Digital Menu Boards.

Existing Menubocard Canopy Structure To Be Removed.

te Design Group, P.C.
Architectural and Interiors Consulting

5801 EAST 41ST STREET, SUITE 712, TULSA, OKLAHOMA 74135

Jd 41 Wh
o
1

Ok lahoma

Arby's #7438 - 800 South Kerr Blvd.

Nen Remodel For:

Sallisan,

Sheet Content

Site Plan, Plan
Detalls, Accessible
Route Requiremente,
General Notes

Sheet Number

G101

Date: 12-03-20




Existing Auwning To Be
/| Removed

Existing Auwning To Be

Existing Auning To Be

O

North

@ Scale: 1/4"=1'-@"

Existing Auning To Be
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Demolition Plan 0 i eneves Remeve <emeved
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| |
| | Demolition Notes
| | l. The Demolition Contractor Shall Not Remove Any Structural
L ] Load Bearing Walls, Shear Walls, Etc. Without Prior Approval

——— Existing Awning To Be

-

Existing Awning To Be
Removed

Of The Project Structural Engineer. Verify All Interior Walls
As Non-Load Bearing Or Shear Walls Prior To Removal.

2. The Project Structural Engineer Shall Be Notified Upon

Uncovering Of Any Potential Structural Framing Prior To
Removal. Removal Only Upon Permission Of The Project
Structural Engineer.

3. FIELD YERIFICATION REQUIRED - The Contractor Shall
Advise The Architect ¢ Structural Engineer Of Any
Structural Shear Walls That Extend To The Roof Trusses
With Plywood Covering And Tie-Douwn. Remove Only Upon
Approval From The Structural Engineer.

The Contractor Shall verify Any ltems That Are To Be
Retained For The Ouwner Prior To Removal From The

4.

Site.
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Existing (2) 3'-@" x 1'-@" Storefront Glase Door And Frame To Remain.
Provide New ADA Closers, Push/Full, Hardware And Threshold. Yerify

Panic Hardware. Clean And Refurbish As Req'd. Install Owner FProvided
Retro-Fit Toe Kick Panels If Existing Bottom Stile s Less Than 1Q"H.

Existing (2) 3'-2" x 1'-@" Storefront Glass Door And Frame To Remain.
Provide New ADA Closers, Push/Full, Hardware And Threshold. Verify

Panic Hardware. Clean And Refurbish As Reqg'd. Install Owner Provided
Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 12"H.

New 3'-@" x 1'-@" SC. Wood Docr Stained To Match Lobly Trim. Re-Use
Existing Frame, Paint, Color To Match Lobloy Trim. Provide New
Sanitgrasp Door Full On Full Side, Bolt Through Door To Steel Push
Plate. Provide Privacy Lock, FProvide ADA Compliant Hardware.

New 3'-2" x T'-2" SC. Wood Docr Stained To Match Lobloy Trim. Re-Use
Existing Frame, Paint, Color To Match Lobby Trim. Provide New
Sanitgrasp Door Full On Full Side, Bolt Through Door To Steel Push
Plate. Provide FPrivacy Lock, FProvide ADA Compliant Hardware.

Existing 4'-2" x 1'-@" Insulated Metal Door To Remain. Verify ADA
Closer & Threshold. Verify Existing Panic Harduware. Paint Exterior And
Interior To Match Adjacent Surfaces.

Existing Prefabricated Cooler Door To Remain.

Existing Prefabricated Freezer Door To Remain.

Existing 3'-@" x 7'-@" Storefront Glass Door And Frame To Remain.
Provide New ADA Closers, Push/Full, Hardware And Threshold. Yerify

Panic Hardware. Clean And Refurbish As Req'd. Install Owner FProvided
Retro-Fit Toe Kick Panels If Existing Bottom Stile s Less Than 1Q"H.

i
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~ Floor Plan o] | |
w ecale: I/4"=1'-2 4 = _”f-éﬁ_‘_‘_'i Corter On Door . . .
L | FIELD VERIFICATION NOTE: Interior Finish Notes
- | | The Contractor And Furniture Yendor Shall verify All
S | |~ Existing Conditions, Dimensions, Etc. And Report L Prob\l/ioli New Chair Rail To Match Existing Trim Throughout
- Any Descrepancies And/Or Conflicte With The Public Areas, Refer: Decor Drawings.
L@g@nd o | | | | F’rgposed ul?ork To The Ouwner And Architect. 2. Install Faux Ceramic Wainecot Panel Between New Base Tiles
| | ] And Chalr Rall On All Walls Throughout Public Areas, Refer:
\ L 1] Decor Drauwinge.
New Wall Partition - Match Exlsting o 3. Provide Neuw lnepire Wall Coverings Per Decor Drawings.
Construction, Wood Studs @ l6"o.c., Max. 4. Provide Neuw Inspire Floor ¢ Base Tiles Throughout Dining
&' Area And Restrooms. Refer: Decor Drawings.
Existing Wall To Remain 4 - 4 B. Patch And Repair Wall And Floor Finishes As Required
————————— tadt Throughout Kitchen.
********* Existing Wall To Be Removed 6. Provide ProCoustic Paint For All Suspended Acoustic
Existing Walk-in Freezer/Cooler Unit Walls. Celling Tiles Indicated To Be Replaced In The Dining Room.
1. Replace Existing Receptacles To Match Adjacent Surfaces
Throughout Public Spaces As Required. No White Outlets On
Dark Surfaces.
G | N t Mark Description Mark Description
. Maintain Structural Integrity Of All Existing Shear Walls, Report Any Conflicts II‘ Neuw 4'x10' Prefabricated Wood Plank Soffit. Supplied By Ouwner, lnstall Owner Provided Faux Tile Panels Over Existing Wall Finish
To Architect Prior To Construction. nstalle eating Yendor. ere Visible To The Public. wner's tion: Bun ck Wall.
P I lled By S g d Wh ble To The Publ O 's Op Bun Rack Wall
2. Provide Moisture Resistant Backerboard At All Locations Where Ceramic
Wall Tile ls Used. gn_.gqne g Existing Menuboards To Be Removed By GC. Neuw Digital New Entrance Canopy. Provided And Installed By Canopy
3. Wood Trim Note - Ease All Edges ¢ Sand As Required In Order To A@@@Sgﬂbuﬂﬂty R@@]Uﬂf@m@nﬁg Menub'ozf\rols To Be 'Installeol By quers' \/enolor.' Contractor's Manuf‘a'cturer. Contrfactor To Provide New Support Blocking And
Achieve The Highest Quality Of Finlshed Wooduworking. FProvide Samples Electrician To Provide Separate Circuit W/Continuous Power For Coordinate Installation.
For Approval Prior To Installation. Menuboards. Install Ouner Provided Faux Subuway Tile Panels At
4. General Contractor To Install Ouner Supplied Seating/Decor Package. Existing Bulkhead Wall, Refer: Decor Drawings. New 2'-@"H. Prefab. Drive-Thru Canopy, Red. FProvided ¢
5. Provide Firestopping In New Interior Walle At Ceilling And Other Locations [ ‘ - . lnstalled By Canopy Manufacturer. Contractor To Provide New
As Required By Code. L _ Existing Soffit To Remain, Paint, Refer: Decor Drawings. Support Blocking ¢ Coordinate Installation.
©. General Contractor To Inspect Existing Dining Room Window Head, Jamb 4 s s § o ) ) ) ) ) D ) )
Sill Flashing ¢ Repair Or Replace As Required. = ~ (g ) ) N (g ) B Existing Glazing Unit To Remain, Typical. Replace Broken Seal Line Of New 2'-@"H. Prefabricated Metal Signage Band, Red.
1. Verify All Existing Dimensions And Conditions Prior To Starting Of Any e é;”l._ | i Units, Typical. Provlo!eol And Insta'lleol By Signage vendor. Contractor To
Construction. ' L6"], Max. J17—2s" , 25"Max.| Coordinate Installation.
(eTev) (plan) (pl;n) Existing Restroom Fixtures And Accessories To Remain, Clean

ADA Guidelines For Doors

l. Door Openinge Shall Provide A Clear Width Of 32 Inches Minimum.

2. Thresholds, If Provided At Dooruways, Shall Be 1/2 Inch High, Maximum.
Raleed Thresholde ¢ Changes In Level @ Doorways Shall Comply With
ADA Standard Sectione 302 303.

3. Docor Closers Shall Be Adjusted So That From An Open Position Of 9@
Degrees, The Time Required To Move The Door To A Position OFf 12
Degrees From The Latch s B Seconds Minimum.

4. The Allowable Opening Force For Accessible Doors Shall Be & Pounds
Maximum.

Door Notes

. Verify ADA Closers, Thresholds, ¢ Opening Force On All Public Entry ¢
Bathroom Doors.

2. Interior Signage - Contractor To Install New Ouwner Provided Men, Women ¢
Occupancy Signage. Restroom Signe To Be Mounted On The Latch Side
Of Restroom Doors, Mounted 6@ Inches To The Center Of The Signs From
The Finished Floor.

3. Repair And Reseal All Existing Exterior Door Thresholds, Provide New
Weather Stripping As Required.

4. Provide Door Stops At All Exterior Doors To Prevent Damage.

NOTE:

Figure 2062 Toe Clearance

Include But Are Not Limited To:

1

226. General. Where Dining Surfaces Are Provided For The Consumption
Of Food Or Drink, At Least 5 Percent Of The Seating Spaces And Standing
Spaces And Standing Spaces At The Dining Surfaces Shall Comply With 922.

2. 2262 Dispersion. Dining Surfaces And UWork Surfaces Required To Comply
With 922 Shall Be Dispersed Throughout The Space Or Facllity Contalning

Dining Surfacees And Work Surfaces.

3. 9022 Clear Floor Or Ground $pace. A Clear Floor Space Complying With
205 Positioned For A Forward Approach Shall Be Provided. Knee And Toe

Figure 206.2 Knee Clearance
Dining Room

The Furniture Provider Shall Ensure That All Dining Room Furniture And
Accessories Meet All Applicable Requirements Set Forth By The
Accesslbllity Standards And Federal ADA Standards. These Requirements

Clearance Complying With 206 Shall Be Provided.

4. 9023 Height. The Tope Of Dining Surfaces Shall Be 28 Inches Minimum And

34 Inches Maximum Above The Finish Floor Or Ground.

5. The Condiment Counter And All Self Service Shelves And Dispensing
Devises For Tableware, Dishuare, Condiments, Food And Beverages Shall
Be Installed To Comply With ADA 308 Reach Range Requirements.

[

=]

S [ [

& B

And Service All Fixtures And Accessories, Typical.

Provide New Faux Red Subuway Tile Panels On Wall At Indicated
Locations. Refer: Decor Drawings.

Existing Service Counter To Be Modified. Remove Existing
Counter Top. Install Faux Subuway Tile Over Existing Finishes, New
Solid Surface Counter Tops Provided And Installed By Seating
Yendor. Refer: Section And Decor Drawings.

Existing Condiment Counter To Be Modified. Remove Existing
Counter Top, Posts And Glass Panels. New Solid Surface Counter
Tops & Base Cabinet Laminate Provided And Installed By
Seating Yendor. Refer: Decor Drawings.

Existing Production Table To Remain.

Provide ADA Compliant Tactile Exit Sign.

Furniture Provided And Installed By Furniture Yendor. Refer To
Furniture Vendor Drawings For Exact Locations And Sizes.

Existing Drive-Thru Window To Remain.

E

S]

]

N
L)

Line Of Existing Backlit Auning To Be Removed.

New Divider Half Wall To 4'-@" AFF., 2x4 Wood Studs @ 16"o.c,,
Provide In Wall Steel Supports As Required. Provide Wood
Plank Cladding, Refer: Decor Drawings.

New Divider Wall To Celiling, 2x4 Wood Studs @ 16"o.c., Provide In
Wall Steel Supports Ae Required. Provide Wood Plank
Cladding, Refer: Decor Drawings.

New 4'x10' Prefabricated Laminated Soffit. Supplied By Ouner,
lnstalled By Contractor.

New Baby Changing Station. Mount With 48" Max. To Top Of
Operable Portion, 34" Max. To Top Of Work Surface, ¢ 27" Min. To
Bottom Of Work Surface.

Existing ADA Compliant Lavatory To Be Relocated.

te Design Group, P.C.
Architectural and Interiors Consulting

5801 EAST 41ST STREET, SUITE 712, TULSA, OKLAHOMA 74135

Jd 41 Wh
o
1

Ok lahoma
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Nen Remodel For:
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Floor Plan,
Accessibllity
Requirements, Interior
Finish Notes, ADA
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Door Notes, Door
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Notes, Field
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Exleting Exleting W A [ [ o -_ T The Contractor Shall Provide Emergency Lights And Ballasts U) T >
Cof | T ! L To Ensure | Footcandle Measured At The Floor For All Exit .(T, g n
{ I "Cc" = Yol Yokl s -¢- i Access Passageuways, And At Exterior Of All Egress Doorways. =
. . 3] O A [1] O O _ The Emergency Pouwer System Shall Provide Power For A Dl= 0
| | | | ‘ S | gy Duration Of Not Less Than 2@ Minutes. D E 22
neH 74,*\}7 g - — N - R ,)‘/L, neH F¢)_ =5 n
AN AN nAM ) \ - . . \‘ \T G -— —
- O U {3 O eneral Notes o ©
& S m QO -
:@ O ) . The Contractor Shall verify All Switching Types, Circuiting - | = -
o Requirements And Switching Locations With Ouwner. - = 2
'_\/,/‘ — i 2. All Lighting Fixtures To Be Provided By Ouner, Installed i - e L
- HAN AN 9'-5" AFF " " —o" Bg Contractor. < 5
A A W e O O -Q%MA;F' [1] 3. The Contractor Shall Coordinate The Installation Of ; @
O Ouner Provided New Speakers In The Public Area
neH neH neH 1L Ceilings. Confirm With Ouwner.
A N\ O O O T 4. The Contractor Shall Coordinate The Installation Of
| B +1] Cuner Provided New Building Signage. Relocate Or “ iﬂ “
— e @ e O i~ O Provide J-Box And/Or Plywood Backing, Etc. As
O O O (::) IIFII IIFII IIFII Required. j j W
hood e 4 & a8 5. Clean All Diffusers And Returns Prior To Palnting.
O O O @ T N Ign ©. Relocate Any Existing Diffusers/Returne That Are In The
—6— | | (0% Smah Y. @ Same Location As New Prefabricated Soffits. Iﬂ lﬂ “
s \ Pis | I i - I T 1 I T T 7. Light Fixtures That Protrude 4" Or More From The Wall
— \ A Line Of | ' ||]+|| nn ‘ ‘ ‘ ‘ ‘ Surface At The Base Of The Wall Shall Be Mounted '
" ,,5 AN ' . : ant : : \_E High Or Have The Walking Surface Below Restricted To
B A | Soda Mach —b " |:| [&] verify Exgtmg Can Light l__ocatlons Prevent Non-Compliance With ADA Protruding Ob jects =
Equal | Equal | And Provide The Ouner With A Summary Requirements '@ ()
' | | Of Light Fixtures To Be FProvided 7 et : : : ) €
| | 8. Replace Existing Public Space 2x2 Light Fixtures With >
ono New LED Recessed Can Fixtures. Verify Lighting \)
Distribution With Ouner - Add Or Relocated Fixtures As £
m @ @@ @ @H Hng an = =—o ] Ouner Directs. Refer: Light Fixture Schedule. 0
2. All Ceilinge Over Foodservice Preparation Areas Shall RV
@ Scale: 1/4"= |'-@" FIELD VERIFICATION NOTE: Meet Local Health Department Requirements For
The Contractor And Furniture Yendor Shall verify All Washabllity, Light Reflectance, Etc. B 0
9 gl 9 1
North " |:| Existing Conditions, Dimensions, Etc. And Report A
Any Descrepancies And/Or Conflicts With The @
Proposed Work To The Owner And Architect. : j
@ SIGN Existing Outlet for Signage, Verify With Signage ,E
Contractor. Verify Exact Vertical And Horizontal ™Mark. Description o=
Alignment For Signage. 3
Existing Suspended Celling Grid To Remain, Paint To @
o o Match Armstrong %132 'Adobe’ Tiles. FProvide New
L”gh{t F”X{tur@ S@h@@ju”@ Armstrong *132 Fine Fissured Angled Tegular Celling Tiles, @
1] Color: 'Adobe'. Provide Alternate Pricing For Existing
A MANUFACTURER Celling Tiles To Remain, Patch, Repair And Paint To Match @
Color: 'Adobe’, Verify With Owner. Install New Ouwner
MARKS ’ 3
TYPE CATALOG NUMBER voLTs LAMPS MOUNTING  NOTE  REMARK Provided Speakers At Exlsting Locations. @
AN New LED Replacement Light Fixture In Existing 24" x 48" Troffer Existing Guosum Board Soffit To Remain Paint Red
Locations, Supplied By Owner 22 LEP Grid 1281 | wAerylic Cover Rererngeglzr Drawings. ' '
_9_”5” New Lithonia OL'LuJU-LUH 2o LED Surface |1356,1 I‘H‘lo'un;tAtQEinst;rl'g New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided 4 I
Or Equal, Supplied By Ouner Signie & Locations. Installed By Canopy Manufacturer. Contractor To
New O del Fixture: rRe Provide New Support Blocking ¢ Coordinate Installation.
O el sew lll" :3;’]003 xture: LED Recesse an, 2o LED Recessed 1561 ﬁgg?{;%:r :_oﬁ\e/er]f'g
2"x2"-1/8" Angle Iron ueptie g “uner Pt Rea Existing Decorative Wall Sconce Light Fixture Or Pendant
Placed Across Top OF Col New Inspire Pendant Fixture, Kitchler 18200 0o AlS Pendlant e Refer To Decor Fixturz's To Be Removed. Patch ¢ Repair Finishes As L @@
Bottom Truss Cord '¢' or Equal, Supplied By Ouner 2, Required. ) ﬁ:
ng Existing Recessed Wall Wash Fixture To Be o LE Contractor to Verify New 4'x1®' Prefabricated Soffit Element With Wood Plank I [N'
ﬂzu ﬂzu 1O Replaced With LED, Supplied By Ouner D Recessed | 1467 | Lealth Dept. Req. Finish, Stained. Supplied By Ouner, Installed By Seating —
g\ g Yendor. Mount To Ceiling Using All-Thread To Existing Q éﬁ#
E Steel Nut ¢ Washer g ¢ ngE New I'nsplre Glasfs Pendant Fixture , Refer: Decor o LED Pendant 16 Refer To Decor Roof Trusses, Typical. 0
rl 1 Drauwings, Supplied By Ouwner Drauwings 0
4 Top ¢ Bottom y [&] New Metal Soffit Panels By Canopy Supplier. = @‘@
E| E| negh New LED Replacement Light Fixture In Existing e LED Recessed Emergencs Batters Q) & Z\
% % Locations, w/ Battery Backup, Supplied By Ouner 12561 Backup Provide New Electrical Power To New 'A' Sign Above % 0
_ - - Condiment Counter On Back UWall. Center Between Soda M 0
- © 2 _Q_"H“ New Inspire Interior Wall conce o LED Wall |35 1| REfer To Decor Machine And Wall, And Center Vertically From The Top Of Q —
Ezlshtr:;g Suspended . W Supplied By Ouner 228, Drauwings For Mtg. Hte. Condiment Counter And Gypeum Board Soffit Wall. % A _G
L))
£ T nqn . R <
Prefabricated Celling Soffit *Exact Detalls By o o |________f_| Not Used Neuw E.IFS. Soffit W/Drip Edge. Z ()
Furniture vendor X<
El?:ﬁgt liual/nlfii:i ls=liiitsk?r ul F:) Existing Menuboardes To Be Removed By GC. New
) O e New LED Cano Light, Supplied By Cano M¢fr. 20 LED Surface 13 Digital Menubocards To Be Installed By Ouners Vendor. Sheet Content
Wood Plank Soffit I:l Py -9 PP d Py 2] lnstall Owner FProvided Faux Subuway Tile Panels At
istl khead Wall, £ f . Reflected Cellin
S@@{Eﬁ(:)ﬂ \ ANE New Emergency Egress Light Fixture, 0o LeD Lal 12s, |Emergency Battery Existing Bulkhead Wall, Refer Decor Drawings Rerlacted Fixwrg
/B\ Juno NBLBZSDCB Or Equal, Supplied By Ouner T |Backup Exleting Kitchen Celling Tile 4 Grid To Remain. Patch And Schedlule, Emergency
ot : Emer. 2V batt. w/time Repair As Required lllumination Note,
W Scale: 1"=1'-@" ﬁ Existing Emergency Light To Be Replaced, Do LED curface 126 dela option 'Verlf‘g P 9 : General Notes, Field
Juno NIL-WH Or Equal, Supplied By Ouner mtg. heighte w/ Arch. (7] Prefabricated Color Band Element, Provided ¢ Installed ;::Sg:uon Note,
Supply Alr Diffuser % Existing Exit Light To Be Replaced, - LED Celling 126 Eﬁ?eL:;;:l{sEfongr By Signage Contractor, Coordinated By Contractor.
M t "=~ < <
Juno NXPCL3GUWH or Equal, Supplied By Owner o Power New Entrance Canopy. Provided ¢ Installed By Canopy
NOTES: Manufacturer. Contractor To Provide New Support
R Alr D l.  VYerify Finish And Lampe With Ouner. Blocking And Coordinate Installation.
A Return Alr Diffuser 2. Fixture Utllizes An Emergency Battery Backup System And Shall Provide 9@ Minutes Of Backup Power
3. Fixture Shall Be UL. Listed And Labeled For Wet Locations. New 4'x1Q' Prefabricated Soffit Element With Plastic
4. Provide Flange Kit When Installed In a Gypsum Board Or Any Hard Celiling And Verify With Ouner The Quantity And Location. Laminate Finish, Red. Supplied By Ouner, Installed By
Exh F 5. Verify Size Of Fixture And Replace With Similar, Ouner To Approve Replacement Fixture Prior To Ordering. Seating Yendor. Mount To Celling Using All-Thread To Sheet Number
xnaust Fan ©. All Lighting Fixtures/Lamps/Accessories Are Supplied By Ouner And Installed By Contractor. Existing Roof Trusses, Typical.
7. All Lighting Fixtures In Public Spaces Shall Be The Same Lumens And Color Temperature (K), Yerify With Owner.
8. Provide Protective Lens For Can Lights Located Over Foodservice Areas As Required By The Health Department. Existing Wall Wash Recessed Cans To Be Removed.
v | Helah 9. Center All Pendante On Table Tops Wnere Indicated. Provide New Type "E" Fixtures At The Ouners Option.
¥-6" AFF. Celling Height 10. Pendants Shall Be Mounted At B'-6"AFF. Over Standard Ht. Tables And &'-6" AFF. Over Barstool Height Tables. Date: 12-03-20
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Revisions:

S
$xlstlng Awnlng,d % % New Prefabricated Canopy
o Be Removed —\ 1 With Turnbuckle Supports Existing Auning, To
/7 Be Removed, Typ.
SN —
N e
| | |
L e B 1R d s
777777777777777777777777777777 _ | | N I B A O -
P r \ —| New 2'-@"H. Metal Q = N
y ‘ \ \ AN | Signage Band n- =
/ \ | Exist. Sloped Roofing, = g
\ Framing, Etc. To Remain | - g T
: | | | Q1S 2
777777 T I <
[ | 5|0 °
2 Slope 1/4" Per | Existing Awning, o 0 5
N Foot, Typical | To Be Removed il S
™ ol
| O
| e ~
| Cl= v
| O)ov >
i ‘ ‘ | _| = c v
Tiff,*:****:i**j‘ | ‘D © |LI_J-
A A Dls &
Uy T | Nls -~
\ VA2 NV AR U N 35 (7))
/‘ \ </\_>> O\_>> \ | 46 ;
o ] Existing Awning, s
- !
Ny ———— R | %— | To Be Removed m ..03 M
N noo | 5 | | B/A32 b | =
\ \\ // lexist. |\ | A \ ‘f*** — — o - | - - <
2 Slope 1/4" Per X }rtu}\\}T} \ N N | » —— 2 -
Y Foot, Typlcal AN Y \ \ AU N | < S
SN Ly e I | :
— V. \ BRYEEAC IR N
exlst. [» \ (A l/ \| | . .
cond. | | [ AR 0 ——— Exist. Sloped Roofing,
. L %_ | Framing, Etc. To Remain ﬁl jl jl
! o o ! S
No Work. This Area F A {/A\ A {/A\ | o |
Maintain Existing 4 LK | | | “ “
/‘ Roofing, Slope, | </\_>> </\_>> | — |
And Drainage b= - | ﬁl ﬁl ﬁl
; _ [ | New 2'-@"H. Metal
b l— a Sighage Band
| 3 \)
| 9 ¢
exlst.|a | > 0
cond.| — C
| 9
| Existing Auwning, N
o Be ove
ﬂ | To Be Rem d L 0
| 8
B | @
7 ~7 | N\
1 e - — | New 2'-@"H. Metal
B [ N T T Sighage Band
| | | / &
| / )
| | - =
|7 ‘ ] L ©
| | Neuw Prefabricated Canopy gﬁsgﬂngoéigng-r’ To
L U — _ With Turnbuckle Supports - 1YP- @
2\ MO0 all " |
Alo3 /) Scale: 1/4"=1'-@" @
North Existing Auwning, NOTES: @
To Be Removed— . The Roof Plan Represents An Approximation Of
Existing Conditions, The Contractor Shall verify And
Coordinate Any Work Done On The Roof With The
‘ Architect. I
New Prefabricated Canopy 2. The Contractor Shall Verify That The Roof Drainage
With Turnbuckle Supports 8ystem, Roof Drains, Etc. Are Clear And Functioning
o@D
NN
o FH
3
% »D <
14 > D \)
Q9
< i p—
) \)
Z < \)
Sheet Content
Roof Plan, Prefab
Canopy Notes
PREFABRICATED CANOPY NOTES
The Prefabricated Canopy Manufacturer Shall Be Responsible
For The Proper Design ¢ Engineering Required For The
Construction And Installation Of The Canopies. The Canopy
Manufacturer Shall Provide Fully Engineered Connection
Detalls Sealed And Signed By A Structural Engineer Licensed Sheet Number
And In Good Standing In The State That The Project ls
Located. The Design Documents Shall Indicate The Existing
Conditions Accurately And Be Submitted To The Building A'ﬂ @3
Official, Architect, And Ouwner Prior To Starting Of Any
Construction.
Date: 12-03-20
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o\ West

Elevation

A20| Scale: 1/4"=1'-@"

All Signage Work Shall Be Performed Under A Separate Permit.

The Contractor Shall Not Perform Ang Structural Demolition
Prior To Field VYerification From The Structural Engineer.

These Drauwings Represent An Approximation Of Exist.
Conditions. The Contractor Shall Notify The Architect Of Any
Discrepancies Immediately Upon Uncovering Of The Existing

All Exterior Surfaces Shall Be Cleaned, Patched, Repaired As
Required And Prepared To Recelve New Paint Per Drauwings

The Contractor Shall Provide Blocking For Signage As

The Contractor Shall Provide All Flashing, Assemblies, Detalls,

Yerify And Maintain All Existing Roof Drain/Douwnspout

The Contractor Shall Provide All Necessary Details As
Required By The E.IF.S. Manufacturer In Order To Maintain The
Warranty. Provide All Backer Rods, Sealant Locations, Flashing

Provide Dryvit E.IFS. System Or Approved Equal, System To
Have A Water Management System With Appropriate Details.
Provide Submittal With Proposed System And Detalls
Indicated. All E.IF.S. Work Shall Be Performed Per
Manufacturers Requiremente To Maintain Warranty.

The Contractor Shall Review All New E.IF.S, Paint ¢ Coping
Cap Colors And Their Locations With The Ouwner Prior To

Exterior Light Fixtures That Protrude 4" Or More From The Wall
Surface At The Base Of The Wall Shall Be Mounted 1' High Or
Have The Walking Surface Below Restricted To Prevent
Non-Compliance With ADA Protruding Ob jects Requirements.

i
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Revisions:

Keynote Schedule

Paint Legend

Sherwin Williams To Match Dryvit #310 "China White".

Satin Finish, Prepare And Prime As Required.

Sherwin Williams #2808 "Rookwood Dark Brown". Satin

Finish. Prepare & Prime As Required.

Sherwin Williams #6869 "Stop". Satin Finish. Prepare &

Sherwin Williams #7024 "Functional Gray". Satin Finish.

Prepare & Prime As Required.

PAINT COLOR #3

EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.)

COLOR #2

Dryvit - Color: To Match Sherwin Williams #2808
"Rookwood Dark Brown".
Sandblast Texture. Coping Color #2.

Sherwin Williams #6869 "Stop". Satin Finish.
Prepare & Prime As Required.

PAINT COLOR #4

Sherwin Williams #7024 "Functional Gray".
Stain Finish. Prepare & Prime As Required.

PREFABRICATED 2'-0" HIGH COLOR BAND

Color: Prefinished Metal, Red. Provided By
Signage Manufacturer.
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S Signage Note
N
0N 1
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< | General Notes
D .
( | | |
N\ \ i £ 2.
; a: T 3
i i i | i i |
| | 1 | 1 | | Structural Conditions.
j i | | |
- - = - >
i i 'I 1 i ; i And Utilizing Arby's Paint Specifications.
@\ & : f f : ! : _ 4,
T . .
) | — N Etsetesesemem e = S &\ h Directed By Suppliers.
<9 - | F | | F i ' o ol ¥ 5
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g o~ — 2 | ‘ <—|I| ‘ ‘ | <—T-| | N \ ~ ~ lj.(lé Etc.
= S st e I e o e s — I ———— — e AN © ¢
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[ New 2'-2"H Assemblies.
_ED e i Metal Band
Lk T J N
.
_\'Q @ IEI —’ IE] C @ @ Minimum Coverages, Etc.
(1]
8.
IR i ............... _\, ............................. \ ............................ \ ........ EREY o,
Proceeding With The Work.
East El tl
8 E8S evaurion
A20| scale: 1/4"=1'-0"
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& s . " ]
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0 ;dx; PAINT COLOR #1
fl /l PAINT COLOR #2
I 1 {
i
% PAINT COLOR #3
SAE g ey
2 ‘ ‘ | Prime As Required.
e | | |
3 | | | PAINT COLOR #4
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27 7 ¥ [ ~ |
25 o~
2 3=
EIE =
= |
O £
o : F
D%
x = ] ] a
u [ Exterior Finish Notes
IEI EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.) PREFINISHED METAL COPING #1
MDP W/SIM. BRICK PATTERN, COLOR #1 - FRONT TOWER DURO-LAST #SR.70/TE87 "Regal White".
Simulated Brick Stencil Pattern W/Dryvit - Color #1: Provide Above E.I.F.S. Color #1.
#310 "China White". PREFINISHED METAL COPING #2
EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.) DURO-LAST #SR.26/TE87 "Dark Brown".
[” | | | COLOR #1 Provide Above E.I.F.S. Color #2.
k‘ o \ i = \ \ Dryvit - Color: #310 "China White" PAINT COLOR #1
Sandblast Texture. Coping Color #1. Sherwin Williams To Match E.I.F.S. Color
\_@ \_@ \_@ \_@ T #1 Dryvit #310 "China White". Satin

Finish, Prepare And Prime As Required.
PAINT COLOR #2

Sherwin Williams #2808 "Rookwood Dark
Brown". Satin Finish. Prepare & Prime As

Required.

Mark Description

1] Neuw 2'-@"H. Prefab. Metal Signage Band, Red, By Ouner.
Contractor To Coordinate Installation.

Existing Metal Door ¢ Frame To Remain, FPaint To Match
Adjacent Surface.
Existing Prefinished Metal Coping To Remaln, Paint Color *3

Red, Patch And Repair As Required, Refer: Exterior Finish
Notes.

Existing Backlit Awning To Be Removed. Patch, Repair
Surfaces As Required.
Existing Storefront Glasse Door To Remain. Clean Frames,

Repair Damaged Glass, Provide New ADA Compliant
Harduware, Push/Full, Threshold ¢ Closer, Typical. Frovide
New 12" High Min. Kick Guard If Required.

[6] Existing Glazing Unit To Remain, Typical. Clean Frames,
Replace Broken Seal Units, Typical.

Existing Prefinished Sloped Metal Roofing ¢ Framing To
Remain, Paint Color *3 Red. Refer: Exterior Finlsh Notes.

New &'-2" High Backlit 'Hat' Signage By Ouner. Contractor
To Coordinate Installation.

2] New 2'-6" High Backlit Signage By Ouner. Contractor To
Coordinate Installation.

Existing E.IF.S. Wall Surface, Patch And Repair As Required,
Paint Color #, Refer: Exterior Finish Notes.
New Painted Wainecot Over Existing Masonry ¢ E.IF.S, Patch

(] And Repalr As Required, Paint Color *4. Refer: Exterior
Finish Notes.
New Painted Accent Band Over Existing E.IF.S, Patch And

Repair Wall Surface As Required, Paint Color *3. Refer:
Exterior Finish Notes.
Existing E.IF.S. Wall Surface Or Masonry ¢ EIFS. Wainscot,

Patch And Repair As Required, Paint Color %2, Refer:
Exterior Finish Notes

a Existing E.IF.S. Cornice, And Reveals To Remain. Prepare

As Required And Paint Over.

New LED Exterior Performance Wall Sconce At Existing
Location, Refer: Light Fixture Schedule.

Existing Collector Heads, Douwnspoute And Gutter System
To Remain. Prepare ¢ Paint: Color *.

Exist. Masonry ¢ EIF.S. Wainscot Or Column Base To Remain.
Paint Color *. Refer: Exterior Finish Notes.
New E.[FS. Finish W/Brick Stencil Pattern, Color ¥, Over

Existing E.IF.S. Remove Decorative Tiles, Skim And Fill
Existing Field Of Reveals Around Sign. Refer: Exterior
Finish Notes.
New 2'-@"H. Prefab. Entrance Canopy FProvided And

Installed By Canopy Manufacturer. Contractor To Provide
New Support Blocking ¢ Coordinate Installation. See Note.
New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided ¢

Installed By Canopy Manufacturer. Contractor To Provide
New Support Blocking ¢ Coordinate Installation.

New 5'-@" High Backlit 'Hat' Signage By Ouwner. Contractor
To Coordinate Installation.

Existing E.IF.S. Cornice And Reveals At 'Brick' Tower To Be

Painted Color *.
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Keynote Schedule O 9
Mark Description 2 0
Signage Nofte I
II' New 2'-2"H. Prefab. Metal Signage Band, Red, By Ouner. —
. All Signage Work Shall Be Performed Under A Separate Permit. Contractor To Coordinate Installation. AQL
New 2'-6"H. Backlit Signage By Ouwner. Contractor To (-
L 391_41" @@n@r@” N@ﬂj@S Coordinate Installation. @
o
! .  The Contractor Shall Not Perform Any Structural Demolition Existing Prefinished Metal Coping To Remain, Paint Color #3 %
| Prior To Field Yerification From The Structural Engineer. Red, Patch And Repair As Required, Refer: Exterior Finish
: [&] Notes.
(T 2. These Drauwings Represent An Approximation Of Exist. IE
Conditions. The Contractor Shall Notify The Architect Of Any Existing Backlit Awning To Be Removed. Patch, Repair
- 3'-5" , -2 I 3'-0" o' b Discrepancies Immediately Upon Uncovering Of The Existing Surfaces As Required. =)
QD % 1 .,[ .,[ - -~ - - - - T Structural Conditions. 5}
m_, | | | Existing Storefront Glass Door To Remain. Clean Frames,
' i i 3. All Exterior Surfaces Shall Be Cleaned, Patched, Repaired As Repair Damaged Glass, Provide New ADA Compliant @
U /—|I| | | /—|I| | Required And Prepared To Recelve New Paint Per Drauwings Harduware, Push/Full, Threshold ¢ Closer, Typical. Provide @
' And Utilizing Arby's Paint Specifications. New 12" High Min. Kick Guard If Required.
, ) o —F - , S o Q /D\ 5 g Y P
Q] Q]
19" O ' ' 9 ] C 4. The Contractor Shall Provide Blocking For Signage Ae 2] Existing Glazing Unit To Remain, Typical. Clean Frames, @
. 0 0 ol 3 v olg r Directed By Suppliers. Replace Broken Seal Units, Typical.
Y Y e e
= —-— == oL = ols £ € u A ":L; E T 5. The Contractor Shall Provide All Flashing, Assemblies, Detalls, Existing Prefinished Sloped Metal Roofing ¢ Framing To @
j‘ I i; & i; & E 8 N < |® E 8 Etc. Remain, Paint Color #3 Red. Refer: Exterior Finish Notes.
((?‘ Flm | m P I z E g Sl = L. ] ] .
p — = (& = (& > |0 U 8 5 ¥0 8 ©. Verify And Maintain All Existing Roof Drain/Douwnspout Existing Solid Surface Drive-Thru Apron ¢ Shelf, To Remain.
o~ \ ) N & 3 & ® ~| ¥ 3 Y a Assemblies. Patch And Repair As Required. 1
- i, 2|5 2 s ~ g ~
™ o PN Q|9 — E 1. The Contractor Shall Provide All Necessary Details As a8 Existing Drive-Thru Window To Remain, Repair Hardware As
= o o - Required By The E.IF.S. Manufacturer In Order To Maintain The Required.
= Q Warranty. Provide All Backer Rods, Sealant Locations, Flashing
N Minimum Coverages, Etc. Existing E.IF.S. Wall Surface, Patch And Repair As Required, L @@
* L 1 ' »— > Paint Color *, Refer: Exterior Finish Notes. 0 ﬁ:
! 16"-18" L 8. Provide Dryvit E.IFS. System Or Approved Equal, System To I
! 1 g" " Have A Uater Management System With Appropriate Details. New Painted Walnscot Over Exlsting Masonry & E.IFS, Patch [&,
Typical "t Provide Submittal With Proposed System And Details (1] And Repair As Required, Paint Color *4. Refer: Exterior —
il " Min. Indicated. All EIF.8. Work Shall Be Performed Per Finish Notes. Q iﬁﬁ
= = Manufacturers Requirements To Maintain Warranty. i\
euw Painte ccent Band Over Existin AF.S., Patc n
~ Accessible Clearance Requirements o Papies sccon 2o ov Enen sirs encn s || S
B 9. The Contractor Shall Review All New E.IF.S, Paint ¢ Coping Repair Wall Surface As Required, Paint Color #3. Refer: E @‘@ -
@ Scale: 3/4"=1'-0" Cap Colore And Their Locations With The Ouwner Prior To Exterior Finish Notes. Q = <
Proceeding With The Work. Vi % 0
Existing E.IF.S. Wall Surface Or Masonry 4 EIF.S. Walhscot, I@ 0
1. Exterior Light Fixtures That Protrude 4" Or More From The Wall Patch And Repair As Required, Paint Color #2, Refer: Z =
Surface At The Base Of The Wall Shall Be Mounted 1' High Or Exterior Finish Notes o == _G
Have The Walking Surface Below Restricted To FPrevent Z < 0
ACCE 66 I B I J_ ITY KE YNOTES Non-Compliance With ADA Protruding Ob jects Requirements. Existing E.IF.S. Cornice, And Reveals To Remaln. Prepare
As Required And Paint Over.
Grab Bars - 11/2" Dia. Mounted 11/2" Out From Wall Surface. A Plate Glass Mirror, Bobrick "BI13", Provide Mounting Indicated ) o Sheet Content
[1] Provide Adequate Blocking And Connection To Support To The Reflective Surface Of The Mirror, By GC. Ezuclaljc'lﬁoa i’:?;;olr;ilr‘;&"fu’;‘;esgag dsj:”ce At Existing en
: i $ : . : : -
252 lbs Of Force. Provided ¢ Installed By General Contractor Wall Hung ADA Lav., Ref.: Plumbing Fixture Schedule. Palnt Legend iulldlnglbllzleé;atlons,
Water Closet @ 17" to 19", Measured To Top Of Seat. . . . . Existing Collector Heads, Downspouts And Gutter System coeselo & clearance
Provide ADA Compliant Lav. Protective Enclosure For Drain To Remain. Prepare ¢ Paint: Color # Reg'mte., Signage
Toillet Paper Dispenser, By Ouwner. Pipes. LAY SHIELD - Mdl®218, Or Pre-cut Mdl. As Applicable. PAINT COLOR #1 ’ ’ Note, General Notes
Paper Towel Dispenser, By Ouwner. ‘The Contractor Shall Field Verify The Existing Facilities For Sherwin Williams To Match Dryvit #310 "China White". Exlet. MaTO”'}]J ¢ EIFS. l.Uains.cotF'Or fﬁlumn Base To Remain.
Soap Dispenser, By Ouner ADA Compliance ¢ Rectify Any Areas Of Non-Compliance Satin Finish, Prepare And Prime As Required. Paint Color 9. Refer: Exterior Finish Notes.
I PAINT COLOR #2 New E.IF.S. Finish W/Brick Stencil Pattern, Color *, Over
Sherwin Williams #2808 "Rookwood Dark Brown". Satin Existing E.IF.S. Remove Decorative Tiles, 8kim And Fill
o : : Existing Field Of Reveals Around Sign. Refer: Exterior
Finish. Prepare & Prime As Required. M
Finish Notes.
PAINT COLOR #3 ;
—— sl Gt Eis New 2'-@" Prefab. Entrance Canopy Frovided And Installed
gh_erw:: VI;/|II|arnsd#6869 Stop". Satin Finish. Prepare & By Canopy Manufacturer. Contractor To Provide New
fime As Required. Suppoert Blocking And Coordinate Installation. See Note. Sheet Number
PAINT.COL,OB #4 Y . Y o New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided 4
Sherwin W|II|.ams #7024 .Functlonal Gray". Satin Finish. Installed By Canopy Manufacturer. Contractor To Provide
Prepare & Prime As Required. New Support Blocking ¢ Coordinate Installation.
Date: 12-03-20
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™Mark

Description

R-CONTROL WALL MODIFICATION NOTE

The Contractor Shall verify The Proposed Modifications
To The Existing Structural Insulated Panels With The
Structural Engineer And Per Manufacturers
Recommendations.

EXTENSIVE FIELD YERIFICATION REQUIRED

The Contractor Shall Inspect The Existing Conditions
And Report Any Differences To The Assumed Conditions
Indicated On The Wall Sections To The Architect And
Structural Engineer. The Wall Sections Represent An
Approximation Of Existing Conditions Based Upon The
Limited Amount Of Visual Inspection That Was Avallable
Without Destructive Demolition To The Architect.

.

2.

All Blocking Cut To Fit Tight And (2) 8d Toe Nails Ea. End Min.

Provide Sealant And Backer Rods At All Appropriate Locations.

At All Flashings, Coping Caps, Window And Door Frames, Etc.

The Contractor Shall Provide All Necessary Detalls As Required
By The E.IF.S. Manufacturer In Order To Maintain The Warranty.
Provide All Backer Rods, Sealant Locations, Flashing Minimum
Coverages, Etc.

Provide Dryvit E.IFS. System Or Approved Equal, System To
Have A Water Management System With Appropriate Details.
Provide Submittal With Proposed System And Detalls Indicated.

Contractor To Verify Continuous Wall, Roof Insulation And
Yapor Barrier And FProvide New As Required To Maintain
Fully Insulated And Weatherproof Building Envelope

Provide Galvanized Or Prefinished Metal Flashing At All Windouws,
Penetrations, Coping Caps, Etc. In Accordance UWith SMACNA
Indlustry Standard Details Minimum. Provide Shop Drawings For
Each Condition To The Owner And Architect For Approval.

The Contractor Shall Not Perform Ang Structural Demolition Prior
To Field Yerification From The Structural Engineer.

This Plan Represents An Approximation Of Existing Conditions.
The Contractor Shall Notify The Architect Of Any Discrepancies

Immediately Upon Uncovering Of The Existing Structural Conditions.

The Contractor Shall Provide All Necessary Detalls As Required
By The E.IF.S. Manufacturer In Order To Maintain The Warranty.
Provide All Backer Rods, Sealant Locations, Flashing Minimum

=

& [w] B [ [

[

o] [

B S E 6

B B B G BFE =

2'-@" High x 2'-2" Deep Prefabricated Metal Canopy,
Provided And Installed By Canopy Manufacturer.

Exlsting Structural Wood Truss To Remain.

Existing Glazing System To Remain.

Galvanized Flashing.

Existing 5/8" Gypsum Board. Finish Per Decor Drauwings.

Existing Metal Coping To Remain. Prepare And Paint. Refer:

Building Elevations 4 Exterior Finish Notes.

Neuw E.IFS. Finish W/Brick Stencil Pattern, Color ¥, Over
Existing E.IF.S. Remove Decorative Tiles, Skim And Fill

Existing Field Of Reveals Around Sign. Refer: Exterior
Finish Notes.

New E.[FS. Drip Reveal

2'-@" High Prefabricated Backlit Accent Band, Provided
And |nstalled By Signage Manufacturer.

Existing Roofing, Insulation ¢ Substrate To Remain, Protect
During Construction.

Existing Backlit Auning To Be Removed.
Existing 2x& Wood Studs @ 16"o.c, Verify.

Existing Prefinished Sloped Metal Roofing
Refer: Bullding Elevations 4 Exterior Finish Notes.

New Continuous 2x6, Yerify. Provide (2) M@x4" Screws Into
Existing Studs.

Existing Sloped Roof Framing To Remain.
Existing E.IF.S. To Remaln, Fill-In Existing Reveals, Etc.

Exlsting E.IF.S. Cornice And Trime To Remain, Paint. Refer:
Building Elevations & Exterior Finish Notes.

Existing Wood Bracing To Remain.

Existing R-Control Structural Insulated Panel To Remain.
All Work To Be Done Per Manufactures Recommendations.

Existing Wood Header To Remain.
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Interior Finish Notes
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Provide New Chair Rall To Match Existing Trim Throughout
Public Areas, Refer: Decor Drawings.

lnstall Faux Ceramic Wainecot Panel Betueen New Base Tiles
And Chair Rail On All Walls Throughout Public Areas, Refer:
Decor Drauwings.

Provide Neuw Inspire Wall Coverings Per Decor Drawings.
Provide New Inspire Floor ¢ Base Tiles Throughout Dining
Area And Restrooms. Refer: Decor Drawings.

Patch And Repair Wall And Floor Finishes As Required
Throughout Kitchen.

Provide ProCoustic Paint For All Suspended Acoustic
Celling Tiles Indicated To Be Replaced In The Dining Room.
Replace Existing Receptacles To Match Adjacent Surfaces
Throughout Public Spaces As Required. No White Outletes On
Dark Surfaces.

\
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i

Neuw Solid Surface
Countertop ¢ Edge

3II

2'-120" AFF.

2|_-III

el

Neuw Faux
Subuay Tile —

*-‘7 Existing Support

Wall Assembly To

Remain

q \'I__”/zu

= Section

@ Scale: 1 1/2"=1'-@"
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New Vingl Wall Covering, Refer: Decor Drauwinges.
New Tile Base. Refer: Decor Drauwings.

New Wood Chair Rail Trim. Typical Throughout
Dining/Vestiuble/Halluay. Refer: Decor Drawings.

Existing Condiment Counter To Be Modified. Remove Existing
Counter Top. Neuw Solid Surface Counter Tops ¢ Base
Cabinet Laminate Provided And Installed By Seating Vendor.
Refer: Decor Drauwings.

Existing Service Counter To Be Modified. Remove Existing
Counter Top. Install Faux Subway Tile Over Existing Finishes,
New Solid Surface Counter Tops Frovided And Installed By
Seating Yendor. Refer: Section And Decor Drawings.

Existing Wall Sconce To Be Removed. Patch ¢ Repair Finishes
As Required.

Existing Wood Trime To Remain. Repair And Re-Varnish,
Typlcal Throughout Dining/Vvestiuble/Hallway. Refer: Decor
Drawings.

Exist. Gypsum Board To Remain, Paint Red. Ref.: Decor Duge.

Install Owner Provided Faux Tile Panels Over Existing Wall
Finish Where Visible To The Public.

Exlsting Storefront Glass Door To Remain. Clean Frames,
Repair Damaged Glass, Replace Broken Seal Units, Removed
Existing Push/Pull Plate And Provide New ADA Compliant
Harduare, Push/Full, Threshold ¢ Closer, Typical. Provide New
12" High Min. Kick Guard If Required.

New Faux Ceramic Wainscot Panels Between New Base Tile And
Chair Rail. Throughout Dining/vest./Halluay. Re: Decor Dugs.

New Pendant Light Fixture, Refer: Reflected Ceiling Plan.

ADA Compliant Restroom Signage.
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